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FOUNDATION PRESSURE - BATTERED WALL

S I

KILOMETER FOST |SHE
TOTAL PROJECT

REGISTERED CIVIL %C!NEER

WALL HEIGHT
TYPE L%:%‘E‘G 10600 mm | 10875 mm | 1150 mm | 11425 mm [ 11700 mm | 11975 mm [ 12250 mm [ 12525 mm [ 12800 mm | 13075 mm | 13350 mm [ 13625 mm | 13900 mm [ 14175 mm | 14450 mm | 14725 mm [ 15000 mm [ 15275 mm [ 15550 mm | 15825 mm | 16100 mm
(35"-4") (36°-3") 37°-2" (38°-1") (39°-0") (391" (40°-10") (4r-9" (42°-8") (43"-7") (44'-6") (45"-5") (46'-4") (47°-3") (48"-2") (49°-1") (507-0" (50°-11") (51-10") (52'-9") (53'-8"
I
A o
m
I
B o
m
I
c hu
m
365 kPa 385 kPa 405 kPa 425 kPa 445 KPa 470 KPa 490 kPa
I (7.65-kips/|(8.04-kips/|(8.45-kips/|(8.87-Kips/| (9.3I-kips/ |(9.77-Kips/ [(10.25-kips.
SQFT) SQFT) SQFT) SQFT) SQFT) SQFT) FT)
D hu
m
300 kPa [ 315 kPa 325 kPa | 340 kPa | 350 kPa | 365 kPa | 375 kPa | 390 kPa | 405 kPa [ 420 kPa | 440 kPa | 455 kPa | 470 kPa | 490 kPa | 505 kPa | 525 kPa | 545 kPa | 565 kPa | 585 kPa [ 6I0 kPa [ 630 kPa
I (6.28-kips/|(6.52-kips/|(6.77-kips/|(7.03-Kips/|(7.30-Kips/|(7.58-Kips/ |(1.87-Kips/ | (8.IT-kips/ [(8.48-kips/[(8.80-kips/ | (9.13-Kips/ [(9.48-kips/|(9.84-kips/|(I0.2I-kips/ |10.53-Kips/|10.98-Kips/|(1.39-kips/|(I1.82-kips/ [(12.25-Kips/[(12.70-Kips /| (3.I7-Kips /|
SQFT) SQFT) SQFT) SQFT) SQFT) SQFT) SQFT) SQFT) SQFT) SQFT) SQFT) SQFT) SQFT) SQFT) SQFT) SQFT) SQFT) SQFT) SQFT) SQFT) SQFT)
380 kPa | 400 kPa | 420 kPa | 435 kPa | 455 kPa | 4.75 kPa | 500 kPa | 520 kPa | 540 kPa | 5.65 kPa
E IO |(7.97-kips/|(8.35-kips/((8.73-kips/ | (9.13-kips/ [(9.54-kips/|(9.96-kips/|(10.39-kips/|(10.84-kips/| (IL3I-kips/ |(I1.78-Kips/|
SQFT) SQFT) SOFT) SQFT) SQFT) SQFT) SOFT) SQFT) SOFT) SQFT)
565 kPa
IO |(1.84-Kips/]
SOFT)
270 kPa | 280 kPa [ 290 kPa | 305 kPa | 3I5 kPa [ 325 kPa | 335 kPa [ 345 kPa | 355 kPa | 365 kPa | 380 kPa [ 390 kPa [ 400 kPa [ 415 kPa 425 kPa [ 440 KPa | 455 kPa | 470 kPa | 480 kPa [ 495 kPa [ 510 kPa
I (5.63-kips/|(5.86-kips/ | (6.10-kips/ [(6.33-kips/|(6.58-kips/|(6.79-kips/|(7.00-kips/| (7.2I-kips/ |(7.44-kips/|(7.66-Kips/|(7.90-kips/| (8.14-Kkips/ ((8.39-kips/ [(8.65-kips/|(8.92-kips/|(3.I13-Kips/ ((9.47-Kips/[(3.76-kips/ [(10.05-kips/[10.36-Kips/[I0.6T-kips,
SQFT) SQFT) SQFT) SQFT) SQFT) SQFT) SOFT) FT) SQFT) SQFT) SQFT) SQFT) SQFT) SQFT) SQFT) FT) SQFT) SQFT) SOFT) SQFT) SQFT)
320 kPa | 340 kPa | 355 kPa | 370 kPa | 390 kPa | 405 kPa | 420 kPa | 435 kPa | 455 kPa | 470 kPa | 490 kPa | 5I0 kPa | 525 kPa | 545 kPa | 565 kPa | 585 kPa | 6I0 kPa | 630 kPa | 650 kPa | 675 kPa
F o (6.72-kips/|(7.06-Kips/|(7.40-Kips/|(7T.74-Kips/ | (8.10-kips/ |(8.44-Kips/ |(8.78-Kips/ | (3.I13-kips/ [(9.49-Kips/[(9.85-kips/[(10.23-kips/|(10.62-Kips/| (IL.0I-kips/ |(Il.42-Kips/|(I1.84-Kips/ |(I12.26-Kips/|(I2.70-kips/|(I3.I15-kips/ [13.60-kips/|(4.07-kips.
SQFT) SQFT) SQFT) SQFT) FT) SQFT) SQFT) FT) SQFT) SQFT) SQFT) SQFT) SQFT) SQFT) SQFT) SQFT) SQFT) SQFT) SQFT) FT)
445 kPa | 470 kPa | 495 kPa | 520 kPa | 545 kPa | 575 kPa | 600 kPa | 630 kPa | 660 kPa [ 690 kPa
T |(9.25-kips/|(9.77-Kips/ [10.30-kips/[(10.84-kips/| (I .4I-Kips/ [(I1.98-Kips/ [(12.55-kips/|(13.16-Kips/ [(13.78-kips/| (14.4I-Kips/
SQFT) SQFT) SQFT) SQFT) SQFT) SQFT) SQFT) SQFT) SQFT) SQFT)

*Indicates pressure at heel

1 Heavy vertical line indicates maximum allowable
wall height for particular wall type and
particular loading case.

REINFORCED CONCRETE CRIB WALL
FOUNDATION PRESSURE

These "Standard Plans for Construction of Local Streets and Roads" contain units in two
systems of measurement: International System of Units (SI or "metric") and United States
Standard Measures shown in the parentheses ().The measurements expressed in the
two systems are not necessarily equal or interchangeable. See the "Foreword" at the
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beginning of this publication.
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